TVX - VA

MADE IN ITALY STAINLESS STEEL SUBMERSIBLE PUMPS FOR DIRTY WATER
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TIPO NOMINALE ASSORBITA | -
TYPE NOMINAL INPUT AMPERE Q = PORTATA- CAPACITY
POWER POWER
P2 P1 m3/h 0 36 | 54| 72 9 12 15 21 27 33
Monofase Trifase | Monofase Trifase r | [
Single-phase Three-phase HP KW KW Single-phase | Three-phase It/1 0 60 90 120 | 150 | 200 | 250 | 350 | 450 | 550
| | Prevalenza manometrica totale in m.C.A.- Total head in meters w.c.
TVX 750-VA ‘ 0,75 | 0,55 0,9 ’ 4 9 ‘ 8 7 ‘ 6 S ‘ 4 3 ‘
TVX 1000-VA 1 0,75 11 4,8 H 9 8,3 8 7.8 | 75 7 6 4
TVX 1500-VA ‘ 1.5 11 1,4 ‘ 6,1 : (m) 10 ’ 9,7°("9,5 ‘ 9,3 9 ‘ 8,5 8 6 4 ‘
TVX 2000 T-V 2 1,5 175 32 12,5 12 (14,7213 | 11 10,598 | 83 | 65 5

SISTEMAPUMP.ir m




SISTEMA

APPLICATION

Drainage submersible stainless steel water pumps with stainless
steel impeller. Able to drain decanting cesspools and to pump wa-
ste water for domestic and civil purposes.

OPERATING CONDITIONS

- Liquid temperature up to 35°C (for home use
according to EN 60335-2-41)
Temperature max. liquid: 35°C (for other uses)

- Maximum immersion depth 5 mt.

- Grain size inlet @ 35 mm (TVX 750/VA)

- Grain size inlet @ 50 mm

- Min. suction level 120 mm

- Continuous duty

MOTOR

- Single-phase 230V-50Hz automatic (with floater)
- Three-phase 230/400V-50Hz manual

- Mechanical seal in oil bath

- Permanent split capacitor

- Insulation Class F

- Protection IP 68

MATERIALS

- Handle Stainless Steel AISI 304+Nylon
- Motor casing Stainless Steel AlSI 304

- Pump body Stainless Steel AISI 304

- Impeller Stainless Steel AlISI 304

Stainless Steel AlSI 304
Stainless Steel AISI 304

- Suction flange

- Shaft with rotor

- Mechanical seal
in oil chamber
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TIPO DIMENSIONI PESO

TYPE DIMENSIONI mm- DIMENSIONS mm DIMENSIONS I;I R WEIGHT

mm L L]
Monofase Trifase CAVO
Single-phase Three-phase H Hl R H3 : < L% CABLE & . i Ke

TVX 750-VA 403 ‘ 88 483 ‘ 185 350 193 1” Vo 10 mt HO7RNF 205 228 534 ‘ 10,8
TVX 1000-VA 486 1115 566 268 350 198 2" 10 mt HO7RNF 205 228 534 12,9
TVX 1500-VA 486 ‘ 1115 566 ‘ 268 350 198 2" 10 mt HO7RNF 205 228 534 ‘ 14,3
TVX 2000 T-V 486 111.5 - - - 198 2r 10 mt HO7RNF 205 228 534 14,6
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